
 
 

 

CERTIFICATE OF LEED BUILDING PERFORMANCE COMPLIANCE 
WITH REGARD TO OUR POWDER COATED BAKED ENAMEL STEEL MATERIAL, 

 

 

WE CERTIFY THAT:   

 

a) ALL  PRODUCTION  OF THE TOILET PARTITIONS IS DONE AT OUR 

FACILITY IN FREEPORT, NY., USA 

 

b) OUR PRODUCT IS PRODUCED WITH AN AVERAGE MINIMUM OF 75%  

(COMBINED POST INDUSTRIAL / POST CONSUMER) RECYCLED 

CONTENT. 

 

c) THE HONEYCOMB CORE OF OUR PRODUCT (WHICH MAKES UP A VERY 

SMALL PERCENTAGE OF THE FINISHED PRODUCT) IS PRODUCED WITH 

10-15% (COMBINED POST INDUSTRIAL / POST CONSUMER) RECYCLED 

CONTENT 

 

 

 
RECYCLED CONTENT                                    

 

POST CONSUMER                                 50% 

POST INDUSTRIAL                               25% 

 

RAPIDLY RENEWABLE MATERIALS             

 

CONTENT                                                  2% 

 

LOW EMITTING MATERIALS                          

 

VOC CONTENT OF BOTH ADHESIVES & POWDER COATING ARE BELOW 

DEFINED LIMITS  

 

PRODUCT IS FREE OF ADDED UREA-FORMALDEHYDE RESIN          


